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Registers  -  Booleans

BackSpinEdge
Properties:

Bank: Booleans
Index: 0
Retained: no

BackSpinInhibit
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Inhibit the pumps if the backspin delay not timed out

BSE_COMMFAIL
Properties:

Bank: Booleans
Index: 4391
Retained: no
Notes: Communications Failure with Bessie Terminal Structure 

Network Event:  BSE_COMFAIL
Session: BSE_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_COMMFAIL
Dst: DO 4391
Activate: Timer 1

Network Event:  BSE_COMFAIL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
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FileXfer: disabled
NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_COMMFAIL
Dst: DO 4391
Activate: Trigger: BSE_COMFAIL_TRIG

Type: state  both
StartReg: BSE_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Trigger:  BSE_COMFAIL_TRIG
Type: state  both
StartReg: BSE_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

BSE_DI_3
Properties:

Bank: Booleans
Index: 4343
Retained: no

BSE_DI_4
Properties:

Bank: Booleans
Index: 4344
Retained: no

BSE_DI_5
Properties:

Bank: Booleans
Index: 4345
Retained: no

BSE_DI_6
Properties:

Bank: Booleans
Index: 4346
Retained: no

BSE_HATCHALARM
Properties:

Bank: Booleans
Index: 4341
Retained: no
Notes: Vault Hatch Alarm at the Bessie Terminal Structure

Network Event:  BSE_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register
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success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: BSE_HATCHALARM
Dst: DO 4341
Activate: Trigger: BSE_DI_CHANGE_TRIG

Type: state  both
StartReg: BSE_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  BSE_DIREAD
Session: BSE_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 43
Action: Read
BlockSize: 8
Src: DI 1
Dst: BSE_HATCHALARM
Activate: Timer 1

Trigger:  BSE_DI_CHANGE_TRIG
Type: state  both
StartReg: BSE_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

BSE_LOWBAT
Properties:

Bank: Booleans
Index: 4348
Retained: no
Notes: Low Bat. at Bessie Terminal Structure

BSE_PITALARM
Properties:

Bank: Booleans
Index: 4342
Retained: no
Notes: Pit Flood Alarm at Bessie Terminal Structure
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BSE_POWERFAIL
Properties:

Bank: Booleans
Index: 4347
Retained: no
Notes: Power Failure at Bessie Terminal Structure

CDL_COMMFAIL
Properties:

Bank: Booleans
Index: 4291
Retained: no
Notes: Communications Failure with Cordell Terminal Structure 

Network Event:  CDL_COMFAIL
Session: CDL_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_COMMFAIL
Dst: DO 4291
Activate: Timer 1

Network Event:  CDL_COMFAIL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_COMMFAIL
Dst: DO 4291
Activate: Trigger: CDL_COMFAIL_TRIG

Type: state  both
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StartReg: CDL_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Trigger:  CDL_COMFAIL_TRIG
Type: state  both
StartReg: CDL_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

CDL_DI_4
Properties:

Bank: Booleans
Index: 4244
Retained: no

CDL_DI_5
Properties:

Bank: Booleans
Index: 4245
Retained: no

CDL_DI_6
Properties:

Bank: Booleans
Index: 4246
Retained: no

CDL_HATCHALARM
Properties:

Bank: Booleans
Index: 4241
Retained: no
Notes: Vault Hatch Alarm at the Cordell Terminal Structure

Network Event:  CDL_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: CDL_HATCHALARM
Dst: DO 4241
Activate: Trigger: BSE_DI_CHANGE_TRIG

Type: state  both
StartReg: BSE_HATCHALARM
BlockSize: 8
Retrig: 0
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DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  CDL_DIREAD
Session: CDL_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 42
Action: Read
BlockSize: 8
Src: DI 1
Dst: CDL_HATCHALARM
Activate: Timer 1

Trigger:  CDL_DI_CHANGE_TRIG
Type: state  both
StartReg: CDL_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

CDL_LOWBAT
Properties:

Bank: Booleans
Index: 4248
Retained: no
Notes: Low Bat. at Cordell Terminal Structure

CDL_PITALARM
Properties:

Bank: Booleans
Index: 4242
Retained: no
Notes: Pit Flood Alarm at Cordell Terminal Structure

CDL_POWERFAIL
Properties:

Bank: Booleans
Index: 4247
Retained: no
Notes: Power Failure at Cordell Terminal Structure

CDL_TANKALARM
Properties:

Bank: Booleans
Index: 4243
Retained: no
Notes: Tank Hatch Alarm at the Cordell Surge Tank

ENTRANCE_ALARM
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Properties:
Bank: Booleans
Index: 3048
Retained: no
Notes: Someone is in PP#3

I/O Map:  Slot 6632961, DI 9

HBT_COMMFAIL
Properties:

Bank: Booleans
Index: 4191
Retained: no
Notes: Communications Failure with Hobart Terminal Structure 

Network Event:  HBT_COMFAIL
Session: HBT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_COMMFAIL
Dst: DO 4191
Activate: Timer 1

Network Event:  HBT_COMFAIL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_COMMFAIL
Dst: DO 4191
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Activate: Trigger: HBT_COMFAIL_TRIG
Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Session:  HBT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

Trigger:  ST3_COM_FAIL_TRIG
Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Trigger:  HBT_COMFAIL_TRIG
Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

HBT_DI_3
Properties:

Bank: Booleans
Index: 4114
Retained: no

HBT_DI_4
Properties:

Bank: Booleans
Index: 4115
Retained: no

HBT_DI_5
Properties:

Bank: Booleans
Index: 4116
Retained: no

HBT_DI_6
Properties:

Bank: Booleans
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Index: 4117
Retained: no

HBT_HATCHALARM
Properties:

Bank: Booleans
Index: 4112
Retained: no
Notes: Vault Hatch Alarm at the Hobart Terminal Structure

Network Event:  HBT_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: HBT_HATCHALARM
Dst: DO 4112
Activate: Trigger: HBT_DI_CHANGE_TRIG

Type: state  both
StartReg: HBT_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  HBT_DIREAD
Session: HBT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 41
Action: Read
BlockSize: 8
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Src: DI 1
Dst: HBT_HATCHALARM
Activate: Timer 1

Trigger:  HBT_DI_CHANGE_TRIG
Type: state  both
StartReg: HBT_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

HBT_LOWBAT
Properties:

Bank: Booleans
Index: 4119
Retained: no
Notes: Low Bat. at Hobart Terminal Structure

HBT_PITALARM
Properties:

Bank: Booleans
Index: 4113
Retained: no
Notes: Pit Flood Alarm at Hobart Terminal Structure

HBT_POWERFAIL
Properties:

Bank: Booleans
Index: 4118
Retained: no
Notes: Power Failure at Hobart Terminal Structure

HBT_VALVECLOSE
Properties:

Bank: Booleans
Index: 4111
Retained: no
Notes: Elect. Valve Close at Hobart Terminal Structure

LagPumpCall
Properties:

Bank: Booleans
Index: 1114
Retained: no
Notes: Lag pump required

LeadPumpCall
Properties:

Bank: Booleans
Index: 1113
Retained: no
Notes: Lead pump required

Note1
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: All variables with a address of '0000' are internal

PowerOK
Properties:

Bank: Booleans
Index: 1116
Retained: no
Notes: Timed Power Signal (Must be true to call any pumps)

PP1Pump1Run
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Properties:
Bank: Booleans
Index: 1041
Retained: no

TUI Value List:  PP1 Pump 1 Status
StartReg: PP1Pump1Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

PP1Pump2Run
Properties:

Bank: Booleans
Index: 1042
Retained: no

TUI Value List:  PP1 Pump 2 Status
StartReg: PP1Pump2Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

PP1Pump3Run
Properties:

Bank: Booleans
Index: 1043
Retained: no

TUI Value List:  PP1 Pump 3 Status
StartReg: PP1Pump3Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

PP2_Pump1Run
Properties:

Bank: Booleans
Index: 2041
Retained: no

TUI Value List:  PP2 Pump 1 Status
StartReg: PP2_Pump1Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

PP2_Pump2Run
Properties:

Bank: Booleans
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Index: 2042
Retained: no

TUI Value List:  PP2 Pump 2 Status
StartReg: PP2_Pump2Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

PP2_Pump3Run
Properties:

Bank: Booleans
Index: 2043
Retained: no

TUI Value List:  PP2 Pump 3 Status
StartReg: PP2_Pump3Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

PP3StdbyPumpCall
Properties:

Bank: Booleans
Index: 3115
Retained: no
Notes: Standby pump required at Pumping Plant 3

PP3_ENCCALARM
Properties:

Bank: Booleans
Index: 3049
Retained: no
Notes: Outside building for rhe radio is breached

I/O Map:  Slot 6632961, DI 10

PP3_HATCH_ALARM
Properties:

Bank: Booleans
Index: 3050
Retained: no
Notes: Hatch on surge tank breached

PP3_LagPumpCall
Properties:

Bank: Booleans
Index: 3114
Retained: no
Notes: Lag pump required at Pumping Plant 3

PP3_LeadPumpCall
Properties:

Bank: Booleans
Index: 3113
Retained: no
Notes: Lead pump required at Pumping Plant 3

PP3_LOWBAT_ALARM
Properties:
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Bank: Booleans
Index: 3047
Retained: no
Notes: Low battery alarm at Pumping Plant 3

I/O Map:  Slot 6632961, DI 8

PP3_LOW_PSIALARM
Properties:

Bank: Booleans
Index: 3044
Retained: no
Notes: Pump low PSI (PSI switch at bottom of pit)at Pumping Plant 3

I/O Map:  Slot 6632961, DI 7

PP3_PowerOK
Properties:

Bank: Booleans
Index: 3116
Retained: no
Notes: Timed Power Signal (Must be true to call any pumps) at PP3

PP3_POWER_FAIL
Properties:

Bank: Booleans
Index: 3046
Retained: no
Initial: 1
Notes: Power failure alarm at Pumping Plant 3

I/O Map:  Slot 6632961, DI 5

PP3_Pump1Auto
Properties:

Bank: Booleans
Index: 3104
Retained: no
Initial: 1
Notes: Pump 1 Permissive switch

I/O Map:  Slot 6632961, DI 14

Network Event:  PP3_STATUS_WRITE
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 16
Src: PP3_Pump1Auto
Dst: DO 3104
Activate: Trigger: PP3_STATUS_CHANGE_TRIG

Type: state  both
StartReg: PP3_Pump1Auto
BlockSize: 16
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Retrig: 0
DebounceOn: 0
DebounceOff: 0

Trigger:  PP3_STATUS_CHANGE_TRIG
Type: state  both
StartReg: PP3_Pump1Auto
BlockSize: 16
Retrig: 0
DebounceOn: 0
DebounceOff: 0

PP3_Pump1Avail
Properties:

Bank: Booleans
Index: 3117
Retained: no
Notes: Pump 1 is avialable at Pumping Plant 3

PP3_Pump1Fail
Properties:

Bank: Booleans
Index: 3110
Retained: no
Notes: Pump 1 fail at pumping plant 3

PP3_Pump1Manual
Properties:

Bank: Booleans
Index: 3101
Retained: no
Notes: Manually override and call pump 1

Network Event:  PP3_MANUAL_CALL_READ
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Read
BlockSize: 3
Src: DI 3101
Dst: PP3_Pump1Manual
Activate: Timer 30

PP3_Pump1Req
Properties:

Bank: Booleans
Index: 3107
Retained: no
Notes: Pump 1 Call Required

PP3_PUMP1RUN
Properties:

Bank: Booleans
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Index: 3041
Retained: no
Notes: Pump 1 running status at pumping plant 3

I/O Map:  Slot 6632961, DI 11

Network Event:  PP3_DI_WRITE
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 7
Src: PP3_PUMP1RUN
Dst: DO 3041
Activate: Trigger: PP3_DI_CHANGE_TRIG

Type: state  both
StartReg: PP3_PUMP1RUN
BlockSize: 7
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Trigger:  PP3_DI_CHANGE_TRIG
Type: state  both
StartReg: PP3_PUMP1RUN
BlockSize: 7
Retrig: 0
DebounceOn: 0
DebounceOff: 0

PP3_PUMP1_CALL
Properties:

Bank: Booleans
Index: 3011
Retained: no
Notes: Call for pump 1 at Pumping Plant 3

I/O Map:  Slot 6632961, DO 1

Trigger:  PP3_DO_CHANGE_TRIG
Type: state  both
StartReg: PP3_PUMP1_CALL
BlockSize: 3
Retrig: 0
DebounceOn: 0
DebounceOff: 0

PP3_Pump2Auto
Properties:

Bank: Booleans
Index: 3105
Retained: no
Initial: 1
Notes: Pump 2 Permissive switch
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I/O Map:  Slot 6632961, DI 15

PP3_Pump2Avail
Properties:

Bank: Booleans
Index: 3118
Retained: no
Notes: Pump 2 is available at Pumping Plant 3

PP3_Pump2Fail
Properties:

Bank: Booleans
Index: 3111
Retained: no
Notes: Pump 2 fail at pumping plant 3

PP3_Pump2Manual
Properties:

Bank: Booleans
Index: 3102
Retained: no
Notes: Manually override and call pump 2

PP3_Pump2Req
Properties:

Bank: Booleans
Index: 3108
Retained: no
Notes: Pump 2 Call Required

PP3_PUMP2RUN
Properties:

Bank: Booleans
Index: 3042
Retained: no
Notes: Pump 2 running status at pumping plant 3

I/O Map:  Slot 6632961, DI 12

PP3_PUMP2_CALL
Properties:

Bank: Booleans
Index: 3012
Retained: no
Notes: Call for pump 2 at Pumping Plant 3

I/O Map:  Slot 6632961, DO 2

PP3_Pump3Auto
Properties:

Bank: Booleans
Index: 3106
Retained: no
Initial: 1
Notes: Pump 3 Permissive switch

I/O Map:  Slot 6632961, DI 16

PP3_Pump3Avail
Properties:

Bank: Booleans
Index: 3119
Retained: no
Notes: Pump 3 is available at Pumping Plant 3

PP3_Pump3Fail
Properties:

Bank: Booleans
Index: 3112
Retained: no
Notes: Pump 3 fail at pumping plant 3
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PP3_Pump3Manual
Properties:

Bank: Booleans
Index: 3103
Retained: no
Notes: Manually override and call pump 3

PP3_Pump3Req
Properties:

Bank: Booleans
Index: 3109
Retained: no
Notes: Pump 3 Call Required

PP3_PUMP3RUN
Properties:

Bank: Booleans
Index: 3043
Retained: no
Notes: Pump 3 running status at pumping plant 3

I/O Map:  Slot 6632961, DI 13

PP3_PUMP3_CALL
Properties:

Bank: Booleans
Index: 3013
Retained: no
Notes: Call for pump 3 at Pumping Plant 3

I/O Map:  Slot 6632961, DO 3

PP3_VENTFAN_FAIL
Properties:

Bank: Booleans
Index: 3045
Retained: no
Notes: Vent fan failure light at Pumping Plant 3

I/O Map:  Slot 6632961, DI 6

Pump1Avail
Properties:

Bank: Booleans
Index: 1117
Retained: no
Notes: Pump 1 is avialable

Pump1Lag
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 1 is selected as lag

Pump1Lead
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 1 is selected as lead pump

Pump1Stdby
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 1 is selected as standby

Pump2Avail



PUMPING_PLANT_3 Configuration Report Registers  -  Booleans

18

Properties:
Bank: Booleans
Index: 1118
Retained: no
Notes: Pump 2 is available

Pump2Lag
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 2 is selected as lag

Pump2Lead
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 2 is selected as lead

Pump2Stdby
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 2 is selected as standby

Pump3Avail
Properties:

Bank: Booleans
Index: 1119
Retained: no
Notes: Pump 3 is available

Pump3Lag
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 3 is selected as lag

Pump3Lead
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 3 is selected as lead

Pump3Stdby
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Pump 3 is selected as standby

ReSeqEdge
Properties:

Bank: Booleans
Index: 0
Retained: no
Notes: Resequence one shot

ReSequence
Properties:

Bank: Booleans
Index: 0
Retained: no
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ST3_COMMFAIL
Properties:

Bank: Booleans
Index: 3291
Retained: no
Notes: Communications Failure with Storage Tank 3

Network Event:  ST3_COMFAIL
Session: ST3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_COMMFAIL
Dst: DO 3091
Activate: Timer 1

Network Event:  ST3_COMFAIL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_COMMFAIL
Dst: DO 3291
Activate: Trigger: ST3_COM_FAIL_TRIG

Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000
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ST3_DI_4
Properties:

Bank: Booleans
Index: 3244
Retained: no

ST3_DI_5
Properties:

Bank: Booleans
Index: 3245
Retained: no

ST3_DI_6
Properties:

Bank: Booleans
Index: 3246
Retained: no

ST3_ENCALARM
Properties:

Bank: Booleans
Index: 3242
Retained: no
Notes: Enclosure Alarm at Storage Tank 3

ST3_HATCHALARM
Properties:

Bank: Booleans
Index: 3241
Retained: no
Notes: Storage Tank 3 Hatch Alarm

Network Event:  ST3_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: ST3_HATCHALARM
Dst: DO 3241
Activate: Trigger: ST3_DI_CHANGE_TRIG

Type: state  both
StartReg: ST3_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  ST3_DIREAD
Session: ST3_SESSION

Protocol: Modbus RTU master
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Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 32
Action: Read
BlockSize: 8
Src: DI 1
Dst: ST3_HATCHALARM
Activate: Timer 1

Trigger:  ST3_DI_CHANGE_TRIG
Type: state  both
StartReg: ST3_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

ST3_LOWBAT
Properties:

Bank: Booleans
Index: 3248
Retained: no
Notes: Low Bat. at Storage Tank 3

ST3_OVERFLOW
Properties:

Bank: Booleans
Index: 3243
Retained: no
Notes: High Float Switch at Storage Tank 3

ST3_POWERFAIL
Properties:

Bank: Booleans
Index: 3247
Retained: no
Notes: Power Failure at Storage Tank 3

StdbyPumpCall
Properties:

Bank: Booleans
Index: 1115
Retained: no
Notes: Standby pump required

Shuffle
Properties:

Bank: Booleans
Index: 0
Retained: no

AllPumpsOff
Properties:
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Bank: Booleans
Index: 0
Retained: no

AutoChange
Properties:

Bank: Booleans
Index: 0
Retained: no

temp
Properties:

Bank: Booleans
Index: 0
Retained: no

temp1
Properties:

Bank: Booleans
Index: 0
Retained: no

temp2
Properties:

Bank: Booleans
Index: 0
Retained: no

temp3
Properties:

Bank: Booleans
Index: 0
Retained: no

temp
Properties:

Bank: Booleans
Index: 0
Retained: no

temp
Properties:

Bank: Booleans
Index: 0
Retained: no
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Registers  -  Integers

BackSpinDelay
Properties:

Bank: Integers
Index: 0
Retained: no
Initial: 30

BSE_FLOW
Properties:

Bank: Integers
Index: 4321
Retained: no
Notes: Flow at Bessie Terminal Structure (0-300 GPM)

Network Event:  BES_FLOW_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_FLOW
Dst: AO 4321
Activate: Trigger: BSE_FLOW_CHANGE_TRIG

Type: delta  1
StartReg: BSE_FLOW
BlockSize: 1
Retrig: 0

Activate: Timer 3000

Network Event:  BSE_FLOW
Session: BSE_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled
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NetAddr: 43
Action: Read
BlockSize: 1
Src: AI 1
Dst: BSE_FLOW
Activate: Timer 1

Network Session:  BSE_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

Trigger:  BSE_FLOW_CHANGE_TRIG
Type: delta  1
StartReg: BSE_FLOW
BlockSize: 1
Retrig: 0

TUI Register Field:  BSE_FLOW
StartReg: BSE_FLOW
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

BSE_PERCENT
Properties:

Bank: Integers
Index: 304
Retained: no
Notes: For testing radios

Network Event:  BSE_PERCENT
Session: BSE_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
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RemoteScaling: Scaling Register
BSE_FLOW

DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_PERCENT
Dst: AO 1
Activate: Timer 30

Network Session:  BSE_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

BSE_TOTAL
Properties:

Bank: Integers
Index: 4305
Retained: no
Notes: Total at Bessie Terminal Structure (address may change)Pulse

Network Event:  BSE_TOTALIZER
Session: BSE_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 43
Action: Read
BlockSize: 1
Src: AO 1
Dst: BSE_TOTAL
Activate: Cyclic 1
Activate: Timer 1
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BUTLER_FLOW
Properties:

Bank: Integers
Index: 223
Retained: no

Network Event:  BUTLER_FLOW_READ
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 223
Dst: BUTLER_FLOW
Activate: Timer 1

TUI Register Field:  Butler Flow
StartReg: BUTLER_FLOW
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

CDL_FLOW
Properties:

Bank: Integers
Index: 4221
Retained: no
Notes: Flow at Cordell Terminal Structure (scale 0-300 GPM)

Network Event:  CDL_FLOW_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
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Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_FLOW
Dst: AO 4221
Activate: Trigger: CDL_FLOW_CHANGE_TRIG

Type: delta  1
StartReg: CDL_FLOW
BlockSize: 1
Retrig: 0

Activate: Timer 300

Network Event:  CDL_FLOW
Session: CDL_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 42
Action: Read
BlockSize: 1
Src: AI 1
Dst: CDL_FLOW
Activate: Timer 1

Network Session:  CDL_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

Trigger:  CDL_FLOW_CHANGE_TRIG
Type: delta  1
StartReg: CDL_FLOW
BlockSize: 1
Retrig: 0

TUI Register Field:  CDL_FLOW
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StartReg: CDL_FLOW
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

CDL_PERCENT
Properties:

Bank: Integers
Index: 303
Retained: no
Notes: For testing radios

Network Event:  CDL_PERCENT
Session: CDL_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_PERCENT
Dst: AO 1
Activate: Timer 30

Network Session:  CDL_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

CDL_TOTAL
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Properties:
Bank: Integers
Index: 4205
Retained: no
Notes: Total at Cordell Terminal Structure(address may change)pulse

Network Event:  CDL_TOTALIZER
Session: CDL_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 42
Action: Read
BlockSize: 1
Src: AO 1
Dst: CDL_TOTAL
Activate: Timer 1

CLN_FLOW
Properties:

Bank: Integers
Index: 4421
Retained: no

Network Event:  CLN_FLOW_READ
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 4421
Dst: CLN_FLOW
Activate: Timer 1

TUI Register Field:  Clinton Flow
StartReg: CLN_FLOW
BlockSize: 1
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IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

CWP_FLOW
Properties:

Bank: Integers
Index: 4521
Retained: no

Network Event:  CWP_FLOW_READ
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 4521
Dst: CWP_FLOW
Activate: Timer 1

TUI Register Field:  Canyons West Flow
StartReg: CWP_FLOW
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

HBT_FLOW
Properties:

Bank: Integers
Index: 4121
Retained: no
Notes: Flow at Hobart Terminal Structure (0-2000 GPM)

Network Event:  HBT_FLOW_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
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SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_FLOW
Dst: AO 4121
Activate: Trigger: HBT_FLOW_CHANGE_TRIG

Type: delta  1
StartReg: HBT_FLOW
BlockSize: 1
Retrig: 0

Activate: Timer 3000

Network Event:  HBT_FLOW_READ
Session: HBT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 41
Action: Read
BlockSize: 1
Src: AI 1
Dst: HBT_FLOW
Activate: Timer 1

Network Session:  HBT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
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ComFail: Address Register
41

RemoteScaling: Scaling Register
HBT_FLOW

DefaultSes: no
Disable: no
FileXfer: disabled

Trigger:  HBT_FLOW_CHANGE_TRIG
Type: delta  1
StartReg: HBT_FLOW
BlockSize: 1
Retrig: 0

TUI Register Field:  HBT_FLOW
StartReg: HBT_FLOW
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

HBT_PERCENT
Properties:

Bank: Integers
Index: 302
Retained: no
Notes: For testing radios

Network Event:  HBT_PERCENT
Session: HBT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_PERCENT
Dst: AO 1
Activate: Timer 30

Network Session:  HBT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
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EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

HBT_TOTAL
Properties:

Bank: Integers
Index: 4105
Retained: no
Notes: Total at Hobart Terminal Structure (address may change)Pulse

Network Event:  HBT_TOTALIZER
Session: HBT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 41
Action: Read
BlockSize: 1
Src: AO 1
Dst: HBT_TOTAL
Activate: Timer 1

LagPumpStrtDly
Properties:

Bank: Integers
Index: 0
Retained: no
Initial: 120
Notes: Time to delay the start of the lag pump

LDP_EPS
Properties:

Bank: Integers
Index: 0
Retained: no
Notes: lead pump difference (high set point minus low set point)
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LeadPumpStrtDly
Properties:

Bank: Integers
Index: 0
Retained: no
Notes: Time to delay the start of the lead pump

LGP_EPS
Properties:

Bank: Integers
Index: 0
Retained: no
Notes: Lag pump difference (high set point minus low set point)

PDT_LEVEL
Properties:

Bank: Integers
Index: 221
Retained: no

Network Event:  PDT_LEVEL_READ
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 221
Dst: PDT_LEVEL
Activate: Timer 1

TUI Register Field:  Product Tank Level
StartReg: PDT_LEVEL
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 2 (.xx)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

PowerOnDelay
Properties:

Bank: Integers
Index: 0
Retained: no
Notes: On Delay to inhibit pumps after power is restored

PP3_BackSpnDelay
Properties:
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Bank: Integers
Index: 3174
Retained: no
Initial: 30
Notes: Time delay after all pumps stop until any pump will run.

PP3_FailDelay
Properties:

Bank: Integers
Index: 3167
Retained: no
Initial: 100
Notes: Time set aside for call back acknowledge

PP3_LdpStrtDly
Properties:

Bank: Integers
Index: 3170
Retained: no
Notes: Time to delay the start of the lead pump at Pumping Plant 3

PP3_LDSP_OFF
Properties:

Bank: Integers
Index: 3162
Retained: yes
Initial: 2100
Notes: PP3 lead pump "off" setpoint

PP3_LDSP_ON
Properties:

Bank: Integers
Index: 3161
Retained: yes
Initial: 1500
Notes: PP3 lead pump "on" setpoint

Network Event:  PP3_SETPOINT_WRITE
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 14
Src: PP3_LDSP_ON
Dst: AO 3161
Activate: Trigger: PP3_SP_CHANGE_TRIG

Type: delta  1
StartReg: PP3_LDSP_ON
BlockSize: 14
Retrig: 0

Trigger:  PP3_SP_CHANGE_TRIG
Type: delta  1
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StartReg: PP3_LDSP_ON
BlockSize: 14
Retrig: 0

PP3_LgpStrtDly
Properties:

Bank: Integers
Index: 3171
Retained: no
Notes: Time to delay the start of the lag pump at Pumping Plant 3

PP3_LGSP_OFF
Properties:

Bank: Integers
Index: 3164
Retained: yes
Initial: 1600
Notes: PP3 lag pump "off" setpoint

PP3_LGSP_ON
Properties:

Bank: Integers
Index: 3163
Retained: yes
Initial: 1400
Notes: PP3 lag pump "on" setpoint

PP3_PERCENT
Properties:

Bank: Integers
Index: 305
Retained: no
Notes: For testing radios

Network Event:  PP3_PERCENT
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: PP3_PERCENT
Dst: AO 1
Activate: Timer 30

PP3_PowerOnDelay
Properties:

Bank: Integers
Index: 3173
Retained: no
Notes: On Delay to inhibit pumps after power is restored at PP3

PP3_PUMP_SPEED
Properties:
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Bank: Integers
Index: 3001
Retained: no
Notes: Signal to freak drives at Pump Plant 3

PP3_SBSP_OFF
Properties:

Bank: Integers
Index: 3166
Retained: yes
Initial: 1400
Notes: PP3 stand by "off" setpoint

PP3_SBSP_ON
Properties:

Bank: Integers
Index: 3165
Retained: yes
Initial: 1200
Notes: PP3 stand by "on" setpoint

PP3_StartDelay
Properties:

Bank: Integers
Index: 3168
Retained: no
Initial: 10
Notes: Time delay for pumps at Pumping Plant 3

PP3_StdbyStrtDly
Properties:

Bank: Integers
Index: 3172
Retained: no
Notes: Time to delay the start of the stand by pump at PP3

PP3_StopDelay
Properties:

Bank: Integers
Index: 3169
Retained: no
Initial: 5
Notes: Time delay after pump call is dropped.

RURAL_FLOW
Properties:

Bank: Integers
Index: 222
Retained: no

Network Event:  RURAL_FLOW_READ
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled
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NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 222
Dst: RURAL_FLOW
Activate: Timer 1

TUI Register Field:  Rural Flow
StartReg: RURAL_FLOW
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

RWT_LEVEL
Properties:

Bank: Integers
Index: 1201
Retained: no

Network Event:  RWT_LEVEL_READ
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 1201
Dst: RWT_LEVEL
Activate: Timer 1

TUI Register Field:  Raw water tank level
StartReg: RWT_LEVEL
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 2 (.xx)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

SB_EPS
Properties:

Bank: Integers
Index: 0
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Retained: no
Notes: Stand by pump difference(high set point minus low set point)

SequenceNumber
Properties:

Bank: Integers
Index: 0
Retained: no
Notes: Pump Sequence Number

ST2_LEVEL
Properties:

Bank: Integers
Index: 2201
Retained: no

Network Event:  ST2_LEVEL_READ
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 2201
Dst: ST2_LEVEL
Activate: Timer 1

TUI Register Field:  ST2 Level
StartReg: ST2_LEVEL
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 2 (.xx)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

ST3_LEVEL
Properties:

Bank: Integers
Index: 3201
Retained: no
Notes: Storage TanK #3 Level (scale 0.- 22.00)overflow@ 21.5

I/O Map:  Slot 6632962, AO 1

Log Event:  Log Event 1
LogFile: Log File 1

File: ST3_Leve
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
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TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Activate: 30sec
Type: timer  30
Source: RTC

Activate: ST3_LEVEL_CHANGE_TRIG
Type: delta  1
StartReg: ST3_LEVEL
BlockSize: 1
Retrig: 0

Delimiter: Comma
Message: <DATE><TIME> <REG:ST3_LEVEL>

Network Event:  ST3_LEVEL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_LEVEL
Dst: AO 3201
Activate: Trigger: ST3_LEVEL_CHANGE_TRIG

Type: delta  1
StartReg: ST3_LEVEL
BlockSize: 1
Retrig: 0

Activate: Timer 3000

Network Event:  ST3_LEVEL
Session: ST3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled
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NetAddr: 32
Action: Read
BlockSize: 1
Src: AI 1
Dst: ST3_LEVEL
Activate: Timer 1

Network Session:  ST3_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

Trigger:  ST3_LEVEL_CHANGE_TRIG
Type: delta  1
StartReg: ST3_LEVEL
BlockSize: 1
Retrig: 0

TUI Register Field:  ST3  Level
StartReg: ST3_LEVEL
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

ST3_PERCENT
Properties:

Bank: Integers
Index: 301
Retained: no
Notes: For testing radios

Log Event:  Log Event 2
LogFile: Log File 2

File: ComFails
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Activate: 30sec
Type: timer  30
Source: RTC

Activate: ST3_COM_FAIL_TRIG
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Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Delimiter: (none)
Message: <DATE><TIME> <REG:ST3_PERCENT>

Network Event:  ST3_PERCENT
Session: ST3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_PERCENT
Dst: AO 1
Activate: Timer 30

Network Session:  ST3_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

Network Session:  PP3_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
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MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

StdbyPumpStrtDly
Properties:

Bank: Integers
Index: 0
Retained: no
Initial: 240
Notes: Time to delay the start of the stand by pump

WPT_PERCENT
Properties:

Bank: Integers
Index: 306
Retained: no

Network Session:  WPT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled
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Triggers

PP3_SP_CHANGE_TRIG
Properties:

Type: delta  1
StartReg: PP3_LDSP_ON
BlockSize: 14
Retrig: 0

Network Event:  PP3_SETPOINT_WRITE
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 14
Src: PP3_LDSP_ON
Dst: AO 3161
Activate: Trigger: PP3_SP_CHANGE_TRIG

PP3_DI_CHANGE_TRIG
Properties:

Type: state  both
StartReg: PP3_PUMP1RUN
BlockSize: 7
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  PP3_DI_WRITE
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 7
Src: PP3_PUMP1RUN
Dst: DO 3041
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Activate: Trigger: PP3_DI_CHANGE_TRIG

PP3_DO_CHANGE_TRIG
Properties:

Type: state  both
StartReg: PP3_PUMP1_CALL
BlockSize: 3
Retrig: 0
DebounceOn: 0
DebounceOff: 0

PP3_STATUS_CHANGE_TRIG
Properties:

Type: state  both
StartReg: PP3_Pump1Auto
BlockSize: 16
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  PP3_STATUS_WRITE
Session: PP3_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 16
Src: PP3_Pump1Auto
Dst: DO 3104
Activate: Trigger: PP3_STATUS_CHANGE_TRIG

ST3_LEVEL_CHANGE_TRIG
Properties:

Type: delta  1
StartReg: ST3_LEVEL
BlockSize: 1
Retrig: 0

Log Event:  Log Event 1
LogFile: Log File 1

File: ST3_Leve
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Activate: 30sec
Activate: ST3_LEVEL_CHANGE_TRIG
Delimiter: Comma
Message: <DATE><TIME> <REG:ST3_LEVEL>
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Network Event:  ST3_LEVEL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_LEVEL
Dst: AO 3201
Activate: Trigger: ST3_LEVEL_CHANGE_TRIG
Activate: Timer 3000

ST3_DI_CHANGE_TRIG
Properties:

Type: state  both
StartReg: ST3_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  ST3_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: ST3_HATCHALARM
Dst: DO 3241
Activate: Trigger: ST3_DI_CHANGE_TRIG
Activate: Timer 3000

ST3_COM_FAIL_TRIG
Properties:

Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
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Retrig: 0
DebounceOn: 0
DebounceOff: 0

Log Event:  Log Event 2
LogFile: Log File 2

File: ComFails
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Activate: 30sec
Activate: ST3_COM_FAIL_TRIG
Delimiter: (none)
Message: <DATE><TIME> <REG:ST3_PERCENT>

Network Event:  ST3_COMFAIL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_COMMFAIL
Dst: DO 3291
Activate: Trigger: ST3_COM_FAIL_TRIG
Activate: Timer 3000

HBT_DI_CHANGE_TRIG
Properties:

Type: state  both
StartReg: HBT_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  HBT_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
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MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: HBT_HATCHALARM
Dst: DO 4112
Activate: Trigger: HBT_DI_CHANGE_TRIG
Activate: Timer 3000

HBT_FLOW_CHANGE_TRIG
Properties:

Type: delta  1
StartReg: HBT_FLOW
BlockSize: 1
Retrig: 0

Network Event:  HBT_FLOW_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_FLOW
Dst: AO 4121
Activate: Trigger: HBT_FLOW_CHANGE_TRIG
Activate: Timer 3000

HBT_COMFAIL_TRIG
Properties:

Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  HBT_COMFAIL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
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MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_COMMFAIL
Dst: DO 4191
Activate: Trigger: HBT_COMFAIL_TRIG
Activate: Timer 3000

CDL_DI_CHANGE_TRIG
Properties:

Type: state  both
StartReg: CDL_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

CDL_FLOW_CHANGE_TRIG
Properties:

Type: delta  1
StartReg: CDL_FLOW
BlockSize: 1
Retrig: 0

Network Event:  CDL_FLOW_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_FLOW
Dst: AO 4221
Activate: Trigger: CDL_FLOW_CHANGE_TRIG
Activate: Timer 300

CDL_COMFAIL_TRIG
Properties:

Type: state  both
StartReg: CDL_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  CDL_COMFAIL_WRITE
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Session: WPT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_COMMFAIL
Dst: DO 4291
Activate: Trigger: CDL_COMFAIL_TRIG
Activate: Timer 3000

BSE_DI_CHANGE_TRIG
Properties:

Type: state  both
StartReg: BSE_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  CDL_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: CDL_HATCHALARM
Dst: DO 4241
Activate: Trigger: BSE_DI_CHANGE_TRIG
Activate: Timer 3000

Network Event:  BSE_DI_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
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SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 8
Src: BSE_HATCHALARM
Dst: DO 4341
Activate: Trigger: BSE_DI_CHANGE_TRIG
Activate: Timer 3000

BSE_FLOW_CHANGE_TRIG
Properties:

Type: delta  1
StartReg: BSE_FLOW
BlockSize: 1
Retrig: 0

Network Event:  BES_FLOW_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_FLOW
Dst: AO 4321
Activate: Trigger: BSE_FLOW_CHANGE_TRIG
Activate: Timer 3000

BSE_COMFAIL_TRIG
Properties:

Type: state  both
StartReg: BSE_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  BSE_COMFAIL_WRITE
Session: WPT_SESSION

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
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EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_COMMFAIL
Dst: DO 4391
Activate: Trigger: BSE_COMFAIL_TRIG
Activate: Timer 3000

30sec
Properties:

Type: timer  30
Source: RTC

Log Event:  Log Event 1
LogFile: Log File 1

File: ST3_Leve
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Activate: 30sec
Activate: ST3_LEVEL_CHANGE_TRIG
Delimiter: Comma
Message: <DATE><TIME> <REG:ST3_LEVEL>

Log Event:  Log Event 2
LogFile: Log File 2

File: ComFails
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Activate: 30sec
Activate: ST3_COM_FAIL_TRIG
Delimiter: (none)
Message: <DATE><TIME> <REG:ST3_PERCENT>
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Log Files

Log File 1
Properties:

File: ST3_Leve
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Log Event:  Log Event 1
LogFile: Log File 1
Activate: 30sec

Type: timer  30
Source: RTC

Activate: ST3_LEVEL_CHANGE_TRIG
Type: delta  1
StartReg: ST3_LEVEL
BlockSize: 1
Retrig: 0

Delimiter: Comma
Message: <DATE><TIME> <REG:ST3_LEVEL>

Log File 2
Properties:

File: ComFails
MaxFileSize: 100
LogBufSize: 256
DateFormat: mm-dd-yy
TimeFormat: hh:mm:ss xx
Compression: no
LogCount: 0
ForceArchive: no
DsblOverwrite: no

Log Event:  Log Event 2
LogFile: Log File 2
Activate: 30sec

Type: timer  30
Source: RTC

Activate: ST3_COM_FAIL_TRIG
Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Delimiter: (none)
Message: <DATE><TIME> <REG:ST3_PERCENT>
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Network Ports

Com2
Properties:

Device: Com2
Props: 9600 baud, 8 data, 1 stop, No parity
RespDelay: 0
Rts: Always on
MediaReady: Always ready

COM3
Properties:

Device: Com3
Props: 19200 baud, 8 data, 1 stop, No parity
RespDelay: 0
Rts: Transmit on
LeadDelay: 3
TrailDelay: 1
MediaReady: Always ready

Network Session:  ST3_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

Network Session:  HBT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

Network Session:  BSE_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
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EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

Network Session:  CDL_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

Network Session:  PP3_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

Network Session:  WPT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
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DefaultSes: no
Disable: no
FileXfer: disabled

Com4
Properties:

Device: Com4
Props: 9600 baud, 8 data, 1 stop, No parity
RespDelay: 0
Rts: Always on
MediaReady: Always ready

ST3_LEVEL_DISPLAY
Properties:

Device: Com5
Props: 9600 baud, 8 data, 1 stop, No parity
RespDelay: 0
Rts: Always on
MediaReady: Always ready

TUI:  ST3_LEVEL
Port: ST3_LEVEL_DISPLAY
Port: (none)  (2nd)
Mode: viewpoint
Columns: 20
Rows: 4
Refresh: 30  (sec)
ScanRate: 100  (ms)
AutoEdit: no
QuitEnable: no
SecurityReg: (none)
TelnetPort: 23
TelnetMax: 1
TelnetTimeout: 30  (min)
Scheme: black & white
HeadAttr: (default)
TextAttr: (default)
LinkAttr: (default)
SelectAttr: (default)
ValueAttr: (default)
GraphAttr: (default)
ButtonAttr: (default)
DisableAttr: (default)

Com6
Properties:

Device: Com6
Props: 9600 baud, 8 data, 1 stop, No parity
RespDelay: 0
Rts: Always on
MediaReady: Always ready
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Network Sessions

ST3_SESSION
Properties:

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

Network Event:  ST3_DIREAD
Session: ST3_SESSION
NetAddr: 32
Action: Read
BlockSize: 8
Src: DI 1
Dst: ST3_HATCHALARM
Activate: Timer 1

Network Event:  ST3_COMFAIL
Session: ST3_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_COMMFAIL
Dst: DO 3091
Activate: Timer 1

Network Event:  ST3_PERCENT
Session: ST3_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_PERCENT
Dst: AO 1
Activate: Timer 30

Network Event:  ST3_LEVEL
Session: ST3_SESSION
NetAddr: 32
Action: Read
BlockSize: 1
Src: AI 1
Dst: ST3_LEVEL
Activate: Timer 1

HBT_SESSION
Properties:

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
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RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

Network Event:  HBT_DIREAD
Session: HBT_SESSION
NetAddr: 41
Action: Read
BlockSize: 8
Src: DI 1
Dst: HBT_HATCHALARM
Activate: Timer 1

Network Event:  HBT_FLOW_READ
Session: HBT_SESSION
NetAddr: 41
Action: Read
BlockSize: 1
Src: AI 1
Dst: HBT_FLOW
Activate: Timer 1

Network Event:  HBT_TOTALIZER
Session: HBT_SESSION
NetAddr: 41
Action: Read
BlockSize: 1
Src: AO 1
Dst: HBT_TOTAL
Activate: Timer 1

Network Event:  HBT_COMFAIL
Session: HBT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_COMMFAIL
Dst: DO 4191
Activate: Timer 1

Network Event:  HBT_PERCENT
Session: HBT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_PERCENT
Dst: AO 1
Activate: Timer 30

BSE_SESSION
Properties:

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto



PUMPING_PLANT_3 Configuration Report Network Sessions

59

IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

Network Event:  BSE_DIREAD
Session: BSE_SESSION
NetAddr: 43
Action: Read
BlockSize: 8
Src: DI 1
Dst: BSE_HATCHALARM
Activate: Timer 1

Network Event:  BSE_FLOW
Session: BSE_SESSION
NetAddr: 43
Action: Read
BlockSize: 1
Src: AI 1
Dst: BSE_FLOW
Activate: Timer 1

Network Event:  BSE_TOTALIZER
Session: BSE_SESSION
NetAddr: 43
Action: Read
BlockSize: 1
Src: AO 1
Dst: BSE_TOTAL
Activate: Cyclic 1
Activate: Timer 1

Network Event:  BSE_COMFAIL
Session: BSE_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_COMMFAIL
Dst: DO 4391
Activate: Timer 1

Network Event:  BSE_PERCENT
Session: BSE_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_PERCENT
Dst: AO 1
Activate: Timer 30

CDL_SESSION
Properties:

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
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MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

Network Event:  CDL_DIREAD
Session: CDL_SESSION
NetAddr: 42
Action: Read
BlockSize: 8
Src: DI 1
Dst: CDL_HATCHALARM
Activate: Timer 1

Network Event:  CDL_FLOW
Session: CDL_SESSION
NetAddr: 42
Action: Read
BlockSize: 1
Src: AI 1
Dst: CDL_FLOW
Activate: Timer 1

Network Event:  CDL_TOTALIZER
Session: CDL_SESSION
NetAddr: 42
Action: Read
BlockSize: 1
Src: AO 1
Dst: CDL_TOTAL
Activate: Timer 1

Network Event:  CDL_COMFAIL
Session: CDL_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_COMMFAIL
Dst: DO 4291
Activate: Timer 1

Network Event:  CDL_PERCENT
Session: CDL_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_PERCENT
Dst: AO 1
Activate: Timer 30

PP3_SESSION
Properties:

Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
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DefaultSes: no
Disable: no
FileXfer: disabled

Network Event:  PP3_SETPOINT_WRITE
Session: PP3_SESSION
NetAddr: 3
Action: Write
BlockSize: 14
Src: PP3_LDSP_ON
Dst: AO 3161
Activate: Trigger: PP3_SP_CHANGE_TRIG

Type: delta  1
StartReg: PP3_LDSP_ON
BlockSize: 14
Retrig: 0

Network Event:  PP3_MANUAL_CALL_READ
Session: PP3_SESSION
NetAddr: 3
Action: Read
BlockSize: 3
Src: DI 3101
Dst: PP3_Pump1Manual
Activate: Timer 30

Network Event:  PP3_DI_WRITE
Session: PP3_SESSION
NetAddr: 3
Action: Write
BlockSize: 7
Src: PP3_PUMP1RUN
Dst: DO 3041
Activate: Trigger: PP3_DI_CHANGE_TRIG

Type: state  both
StartReg: PP3_PUMP1RUN
BlockSize: 7
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  PP3_STATUS_WRITE
Session: PP3_SESSION
NetAddr: 3
Action: Write
BlockSize: 16
Src: PP3_Pump1Auto
Dst: DO 3104
Activate: Trigger: PP3_STATUS_CHANGE_TRIG

Type: state  both
StartReg: PP3_Pump1Auto
BlockSize: 16
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Network Event:  PP3_PERCENT
Session: PP3_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: PP3_PERCENT
Dst: AO 1
Activate: Timer 30

WPT_SESSION
Properties:

Protocol: Modbus RTU master
Port: COM3
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RespTimeout: 3000
RespRetry: 2
EventGap: 0
SessionGap: 0
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 306)  WPT_PERCENT
DefaultSes: no
Disable: no
FileXfer: disabled

Network Event:  ST3_DI_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 8
Src: ST3_HATCHALARM
Dst: DO 3241
Activate: Trigger: ST3_DI_CHANGE_TRIG

Type: state  both
StartReg: ST3_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  ST3_LEVEL_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_LEVEL
Dst: AO 3201
Activate: Trigger: ST3_LEVEL_CHANGE_TRIG

Type: delta  1
StartReg: ST3_LEVEL
BlockSize: 1
Retrig: 0

Activate: Timer 3000

Network Event:  ST3_COMFAIL_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: ST3_COMMFAIL
Dst: DO 3291
Activate: Trigger: ST3_COM_FAIL_TRIG

Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  HBT_DI_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 8
Src: HBT_HATCHALARM
Dst: DO 4112
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Activate: Trigger: HBT_DI_CHANGE_TRIG
Type: state  both
StartReg: HBT_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  HBT_FLOW_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_FLOW
Dst: AO 4121
Activate: Trigger: HBT_FLOW_CHANGE_TRIG

Type: delta  1
StartReg: HBT_FLOW
BlockSize: 1
Retrig: 0

Activate: Timer 3000

Network Event:  HBT_COMFAIL_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: HBT_COMMFAIL
Dst: DO 4191
Activate: Trigger: HBT_COMFAIL_TRIG

Type: state  both
StartReg: HBT_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  CDL_DI_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 8
Src: CDL_HATCHALARM
Dst: DO 4241
Activate: Trigger: BSE_DI_CHANGE_TRIG

Type: state  both
StartReg: BSE_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  CDL_FLOW_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_FLOW
Dst: AO 4221
Activate: Trigger: CDL_FLOW_CHANGE_TRIG

Type: delta  1
StartReg: CDL_FLOW
BlockSize: 1
Retrig: 0

Activate: Timer 300
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Network Event:  CDL_COMFAIL_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: CDL_COMMFAIL
Dst: DO 4291
Activate: Trigger: CDL_COMFAIL_TRIG

Type: state  both
StartReg: CDL_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  BSE_DI_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 8
Src: BSE_HATCHALARM
Dst: DO 4341
Activate: Trigger: BSE_DI_CHANGE_TRIG

Type: state  both
StartReg: BSE_HATCHALARM
BlockSize: 8
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  BES_FLOW_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_FLOW
Dst: AO 4321
Activate: Trigger: BSE_FLOW_CHANGE_TRIG

Type: delta  1
StartReg: BSE_FLOW
BlockSize: 1
Retrig: 0

Activate: Timer 3000

Network Event:  BSE_COMFAIL_WRITE
Session: WPT_SESSION
NetAddr: 3
Action: Write
BlockSize: 1
Src: BSE_COMMFAIL
Dst: DO 4391
Activate: Trigger: BSE_COMFAIL_TRIG

Type: state  both
StartReg: BSE_COMMFAIL
BlockSize: 1
Retrig: 0
DebounceOn: 0
DebounceOff: 0

Activate: Timer 3000

Network Event:  ST2_LEVEL_READ
Session: WPT_SESSION
NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 2201
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Dst: ST2_LEVEL
Activate: Timer 1

Network Event:  CLN_FLOW_READ
Session: WPT_SESSION
NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 4421
Dst: CLN_FLOW
Activate: Timer 1

Network Event:  CWP_FLOW_READ
Session: WPT_SESSION
NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 4521
Dst: CWP_FLOW
Activate: Timer 1

Network Event:  PDT_LEVEL_READ
Session: WPT_SESSION
NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 221
Dst: PDT_LEVEL
Activate: Timer 1

Network Event:  RWT_LEVEL_READ
Session: WPT_SESSION
NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 1201
Dst: RWT_LEVEL
Activate: Timer 1

Network Event:  RURAL_FLOW_READ
Session: WPT_SESSION
NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 222
Dst: RURAL_FLOW
Activate: Timer 1

Network Event:  BUTLER_FLOW_READ
Session: WPT_SESSION
NetAddr: 3
Action: Read
BlockSize: 1
Src: AO 223
Dst: BUTLER_FLOW
Activate: Timer 1
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Textual User Interface

ST3_LEVEL
Properties:

Port: ST3_LEVEL_DISPLAY
Port: (none)  (2nd)
Mode: viewpoint
Columns: 20
Rows: 4
Refresh: 30  (sec)
ScanRate: 100  (ms)
AutoEdit: no
QuitEnable: no
SecurityReg: (none)
TelnetPort: 23
TelnetMax: 1
TelnetTimeout: 30  (min)
Scheme: black & white
HeadAttr: (default)
TextAttr: (default)
LinkAttr: (default)
SelectAttr: (default)
ValueAttr: (default)
GraphAttr: (default)
ButtonAttr: (default)
DisableAttr: (default)

TUI Page:  Page 1
Prompt: ST3_LEVEL 
Group: Top Group
SecurityLevel: 0
TextAttr: (default)
LinkAttr: (default)
ValueAttr: (default)
ButtonAttr: (default)

ST3_LEVEL[####]
HBT_FLOW[####]
CDL_FLOW[####]
BSE_FLOW[####]

TUI Register Field:  ST3  Level
StartReg: ST3_LEVEL
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  HBT_FLOW
StartReg: HBT_FLOW
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  CDL_FLOW
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StartReg: CDL_FLOW
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  BSE_FLOW
StartReg: BSE_FLOW
BlockSize: 1
IntegerWidth: 4 (xxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Page:  Page 2
Group: Top Group
SecurityLevel: 0
TextAttr: (default)
LinkAttr: (default)
ValueAttr: (default)
ButtonAttr: (default)

ST2 LEVEL   [#####]
Clinton Flow[#####]
Canyons Flow[#####]

TUI Register Field:  ST2 Level
StartReg: ST2_LEVEL
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 2 (.xx)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  Clinton Flow
StartReg: CLN_FLOW
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  Canyons West Flow
StartReg: CWP_FLOW
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
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ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Page:  Page 3
Group: Top Group
SecurityLevel: 0
TextAttr: (default)
LinkAttr: (default)
ValueAttr: (default)
ButtonAttr: (default)

PDT LEVEL  [#####]
RWT LEVEL  [#####]
Rural Flow [#####]
Butler Flow[#####]

TUI Register Field:  Product Tank Level
StartReg: PDT_LEVEL
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 2 (.xx)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  Raw water tank level
StartReg: RWT_LEVEL
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 2 (.xx)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  Rural Flow
StartReg: RURAL_FLOW
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
ValueAttr: (default)

TUI Register Field:  Butler Flow
StartReg: BUTLER_FLOW
BlockSize: 1
IntegerWidth: 5 (xxxxx)
DecimalWidth: 0 (none)
Clamp: 0 - 0
ReadOnly: no
SecurityLevel: 0
AutoEdit: (default)
Mode: signed
TextAttr: (default)
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ValueAttr: (default)

TUI Page:  Page 4
Group: Top Group
SecurityLevel: 0
TextAttr: (default)
LinkAttr: (default)
ValueAttr: (default)
ButtonAttr: (default)

PP1 Pump 1 [---]
PP1 Pump 2 [---]
PP1 Pump 3 [---]

TUI Value List:  PP1 Pump 1 Status
StartReg: PP1Pump1Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

TUI Value List:  PP1 Pump 2 Status
StartReg: PP1Pump2Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

TUI Value List:  PP1 Pump 3 Status
StartReg: PP1Pump3Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)
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TUI Page:  Page 5
Group: Top Group
SecurityLevel: 0
TextAttr: (default)
LinkAttr: (default)
ValueAttr: (default)
ButtonAttr: (default)

PP2 Pump 1 [---]
PP2 Pump 2 [---]
PP2 Pump 3 [---]

TUI Value List:  PP2 Pump 1 Status
StartReg: PP2_Pump1Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

TUI Value List:  PP2 Pump 2 Status
StartReg: PP2_Pump2Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

TUI Value List:  PP2 Pump 3 Status
StartReg: PP2_Pump3Run
BlockSize: 1
Values: Threshold Text Attributes

(default) Off (default)
1 On (default)

ReadOnly: no
SecurityLevel: 0
AutoSelect: no
TextAttr: (default)

Tui 1
Properties:

Port: (console on com1)
Port: (none)  (2nd)
Mode: terminal
Columns: 80
Rows: 25
Refresh: 30  (sec)
ScanRate: 100  (ms)
AutoEdit: no
QuitEnable: no
SecurityReg: (none)
TelnetPort: 23
TelnetMax: 1
TelnetTimeout: 30  (min)
Scheme: black & white
HeadAttr: (default)
TextAttr: (default)
LinkAttr: (default)
SelectAttr: (default)
ValueAttr: (default)
GraphAttr: (default)
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ButtonAttr: (default)
DisableAttr: (default)

TUI Page:  Page 1
Group: Group 1
SecurityLevel: 0
TextAttr: (default)
LinkAttr: (default)
ValueAttr: (default)
ButtonAttr: (default)



PUMPING_PLANT_3 Configuration Report I/O Scaling

72

I/O Scaling

ST3_LEVEL
Properties:

Engineering: 0 - 2200
I/O Mode: (remote)
I/O Range: 4000 - 20000

Network Session:  ST3_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 301)  ST3_PERCENT
RemoteScaling: Scaling Register

ST3_LEVEL
DefaultSes: no
Disable: no
FileXfer: disabled

CDL_FLOW 
Properties:

Engineering: 0 - 1200
I/O Mode: (remote)
I/O Range: 4000 - 20000

Network Session:  CDL_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 303)  CDL_PERCENT
RemoteScaling: Scaling Register

CDL_FLOW 
DefaultSes: no
Disable: no
FileXfer: disabled

BSE_FLOW
Properties:

Engineering: 0 - 300
I/O Mode: (remote)
I/O Range: 4000 - 20000

Network Session:  BSE_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
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ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 304)  BSE_PERCENT
RemoteScaling: Scaling Register

BSE_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

HBT_FLOW
Properties:

Engineering: 0 - 2000
I/O Mode: (remote)
I/O Range: 4000 - 20000

Network Session:  HBT_SESSION
Protocol: Modbus RTU master
Port: COM3
RespTimeout: 3000
RespRetry: 2
EventGap: 30
SessionGap: 50
ProbeTime: 0
RegMode: auto
IntCastType: signed
MsgIdxMode: calculated
MsgCntMode: standard
GlobalStats: Statistic Register

success percent (Integers 302)  HBT_PERCENT
ComFail: Address Register

41
RemoteScaling: Scaling Register

HBT_FLOW
DefaultSes: no
Disable: no
FileXfer: disabled

ST3 AO
Properties:

Engineering: 0 - 2200
I/O Mode: 0 to 20mA
I/O Range: 4 - 20

Slot 6632962, AO 1
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I/O Configuration

Slot1

DI Section

Channel DI Map DI Count DI Invert DI Filter
1 ??? ??? no off
2 ??? ??? no off
3 ??? ??? no off
4 ??? ??? no off
5 PP3_POWER_FAIL -- no off
6 PP3_VENTFAN_FAIL -- no off
7 PP3_LOW_PSIALARM-- no off
8 PP3_LOWBAT_ALARM-- no off
9 ENTRANCE_ALARM -- yes off
10 PP3_ENCCALARM -- yes off
11 PP3_PUMP1RUN -- no off
12 PP3_PUMP2RUN -- no off
13 PP3_PUMP3RUN -- no off
14 PP3_Pump1Auto -- no off
15 PP3_Pump2Auto -- no off
16 PP3_Pump3Auto -- no off

DO Section

Channel DO Map
1 PP3_PUMP1_CALL
2 PP3_PUMP2_CALL
3 PP3_PUMP3_CALL
4 ???
5 ???
6 ???
7 ???
8 ???
9 ???
10 ???
11 ???
12 ???
13 ???
14 ???
15 ???
16 ???

Slot2

AI Section

Channel AI Map AI Scale AI Filter
1 ??? ??? off
2 ??? ??? off
3 ??? ??? off
4 ??? ??? off

AO Section

Channel AO Map AO Scale
1 ST3_LEVEL ST3 AO
2 ??? ???

DI Section

Channel DI Map DI Invert
1 ??? no
2 ??? no
3 ??? no
4 ??? no

DO Section
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Channel DO Map
1 ???
2 ???
3 ???
4 ???
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